
REMOVAL

1. Remove the door cards.

2. Peel back the plastic splash shield material.

* CAUTION! This stuff can be very sticky and stretchy and can make a huge mess if you aren't careful.



3. Remove the screw at the top of the triangle window.

4. Roll down the door window.

5. Remove the three bolts (10mm) hold the door window onto the window regulator.

* Start with the one at the front and then do the two at the rear. You will probably have to roll the window

upward slightly when going from front bolt to upper rear bolt to lower rear bolt.



6. Remove the two window stops at the top of the door (10mm).

7. Carefully slide the door window out of the door. Be careful not to tear any weatherstripping at the edges

of the window.

8. Remove the two bolts (10mm) that hold the front window guide rail in place.



9. Slide the top corner of the triangle window weatherstripping off of the frame.



10. Remove the final screw holding the guide rail to the frame, and then wiggle guide rail away from frame.

11. Work the window out of the weatherstripping and remove from the frame.

* I find that it is easiest to work the top corner out first and slide the window backward away from the frame.





INSTALLATION

Installation is basically the reverse of removal, but here are some tips that I think will make it go much

smoother:

I find that it is easiest to install the window by making sure that the weatherstripping is pretty much in place on

the frame/door and then sliding the window into it.

**IMPORTANT**: I find that it makes the job much easier and yields better results if you use something to

lubricate the very edge of the window.  I use some armor-all style plastic protectant by spraying it on a paper

towel and then wiping it along the edge of the window. You can also use a q-tip to wipe the inside channel of

the weatherstripping.

1. Start by lining things up in position with the window on the outside face of the door/window frame.

2. Insert the front lower corner into the weatherstripping. Use small flat screwdrivers or something like a

butter knife to make sure that the window is inside the channel on both the lower and upper sides or the corner.

Use the flat blade to slip the edge of the weatherstripping over the edge of the window as you push/work the

window farther forward into position in the weatherstripping. Be sure that you get at least a few inches up the

window edge inserted, so that it doesn't pop out during the next steps.



3. The bottom edge of the weatherstripping will probably be a slightly loose fit on the window.  Line up the

rear lower corner of the window into the stripping as you did the front corner. This should be pretty easy to

achieve.

4. Pull the upper corner of the weatherstripping onto the window and get it lined up as best as possible and

then Use the flat blade to finish lining up the top/front side of the window in the weatherstripping while pushing

the window forward into the frame from the back edge.  Things should be lining up pretty well at this point.



5. Begin sliding the rear edge of the window into the weatherstripping on the guide channel by pushing the

guide channel on to it and using the flat blade to keep the weatherstripping from turning on to itself under the

window edge.  The window should now be more or less in place.



6. Adjust everything so that it seems to be lined up and fits relatively well without stretching or stressing

any of the weatherstripping. Insert the top piece of the guide channel into the frame, line it up, and screw in the

front-most screw to the frame. Now line up the guide channel and screw the bolts in hand tight. *Do not torque

them down yet.*

7. Pull the top corner of the weatherstripping in place over the frame and guide rail. When mounting the

top corner of the weatherstripping on the door, be sure to line up the groove and slide it in from the back edge.

The lip on the weatherstripping is reinforced with metal at the very corner, so you can't just "pop" it into the

groove at the corner like you can along the rest of the frame.  Once it is in place, screw in the second screw on

the top of the frame.

(My weatherstripping is a bit old and beat up/torn, but you can see the groove and the lip lined up here.)

8. Now re-insert your door window, being sure to align everything as you slide it back into the door.  Re-

install the bolts that attach it to the window regulator. *Do not torque them down yet.*

9. Check the alignment of the window and guide rail and if it seems about right then torque down the bolts

on the window. Roll the window all the way up and down to insure that the window is not binding anywhere. If

it is binding, adjust the guide channel as necessary (or if necessary, loosen and adjust the window and then

torque it back down). Once everything is lined up properly, torque down the guide channel bolts.

10. Install and align the window stoppers. Open and shut the doors a couple times with the windows up just



to be completely sure that everything lines up properly.  If there are any problems, loosen things up and re-align

and then torque back down and test again until it's lined up right.

11. Re-stick the moisture barrier to the door. I find that a hairdryer or heat gun set on low helps to make the

goop more tacky and malleable for a better seal, but this may not be necessary.

12. Reinstall the door card.

FI
AL THOUGHTS

Have a cold beer (or other beverage of choice) and kick back for a while.


